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(54) HUe: RADIO CONTROL DEVICE FOR ISSUING COMMANDS TO A REMOTE CONTROLLED APPARATUS 

(54) Bezefchoung: FUNKFERNBEDIENUNG ZUR ABGABE VON BEFEHLEN AN ETN FERNBEDIENBARES GERAT 

(57) Abstract: Disclosed is a radio control 
device (FEB) which is used for issuing 
commands in a wireless manner to a remote 
controlled apparatus (GER) and in which 
an allocation mode can be run before said 
radio control device (FEB) is operated. 
The inventive radio control device (FEB) 
comprises a transmitter/receiver unit (RTX), 
a control mechanism, and at least one 
antenna (ANT). Once the user has triggered 
the allocation mode, the radio range of the 
remote control device is lowered such that 
communication can be established only with 
an apparatus that is located in the immediate 
vicinity of the remote control device and 
returning to the standard range is possible 
only once the allocation process has been 
completed. 
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bej der Fcmbcdienung befindtichen GerSI moglich ist und cine ROckkchr ; 
Zuordming erfolgt 



(57) Zosammenfassung: Bine Funkfem- 
bediennng (FEB) zur Abgabe von Befemen 
an ein fernbedienbares Ger£t (GER) auf 
drahtlosem Weg, bei wekrher vor Inbetrieb- 
nahme cin Zuordnungsmodus ablaufen kann, 
mit ei-ncr Scrtde-ZEmpfangseinhett (RTXX 
einer Steuerung und mit zo-mindest einer 
Antenne (ANT), wobei nach AusKSsen des 
Zuordnungsmodus duich den Benutzer 
die Funkreichweite der Fembc-dienung 
so welt herabgesetzt wird, dass cine 
Kommunikan'on nur mit einem unminelbar 
Standaidrctchwcite erst nach abgeschlossener 
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